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AF10+  

Armadio metallico su saccone o murale

CONFORMITÀ
CE

ADVANTAGES

• Storage of
flammables,
corrosives and toxics

• Made in France

MA ANCHE…

• Armadi indipendenti
assicurano la vostra
sicurezza

• No connecting
evacuation needed

• Easy replacement of
the active coal filter

• Cabinet with
compartments
allowing the
separation of different
types of chemicals

• Fan in compliance
with CE specifications

• IEC 61010-1 and EN
61010-1 compliant

• Direttive 2014/35/UE
(Bassa Tensione),
2014/30/UE (CEM)

• Active coal filters
adsorption capacity
and filtration system
certified NF X 15-211

CARATTERISTICHE TECNICHE

Modello AF10+ Ventilazione entreta dell'aria laterale e uscita
sul tetto

Conformità CE Numero di compartimenti 2
Materiale acciaio 15/10 Vaschetta di contenimento 2
Numero di porte 2 Potenza elettrica (W)) 20
Tipo porte porte scorrevoli Rumore dB (A) 43.00
Chiusura porta chiusura manuale Codice HS 94032080
Dimensioni di spedizione HxWxD
(mm)

1050 x 1200 x 800

PRODUITS COMPLÉMENTAIRES

• Filtro ha carbone
attivo polivalente - for
filtration box H40 (or
old cabinets range
12.X before 2008) (Réf
: CORGFC)

• Filtro ha carbone
attivo per vapori
organici - for filtration
box H40 (or old
cabinets range 12.X
before 2008) (Réf :
ORGFC)

• Filtro ha carbone
attivo formolo - for
filtration box H40 (or
old cabinets range
12.X before 2008) (Réf
: FORFC)

      Modello Dimensioni esterne HxWxD (mm) Dimensioni interne HxWxD (mm) Peso (kg)

AF10+ 850 x 810 x 325 (2 x )535+(1)250 x (2 x )385+(1 x )300 x (2
x )275 50.00
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