AF22+XT € ®SH

CONFORMITA

CE, NF X 15-211

ADVANTAGES

+ CE certified + Storage of
flammables,
corrosives and toxics

MA ANCHE..

+ Available with . + No modification of
different building's structure
configurations : 1, 2, 3 required w
or 4 compartments

Fan in compliance Direttive 2014/35/UE + Conformita EN

with CE specifications (Bassa Tensione), 61010-1 :2011+A1
2014/30/UE (CEM)
+ Conformita EN + Conformita IEC
61326-1:2013 61000-3-2:2019, IEC
61000-3-3:2013+A1
:2019.

CARATTERISTICHE TECNICHE

Modello AF22+XT Vaschetta di contenimento 2
Conformita CE, NF X 15-211 Potenza elettrica (W)) 63
Numero di porte 1 Rumore dB (A) 60.00
Chiusura porta manuelle Codice HS 94032080
Numero di compartimenti 2

PRODUITS COMPLEMENTAIRES

+ Elemento per
utilizzazione senza
filtro - for old fume
hoods type 200, 201,
210and 211 (Réf :
CAR200)

Modello Dimensioni esterne HXWxD (mm) Dimensioni interne HXWxD (mm)

AF22+XT 1940 x 800 x 650 1660 x (2 x)380 x 500
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